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Operator Room
 • High-performance industrial PC with uninterrupted power supply

 • Easily accessible connections for extensions, such as additional  

monitors, RPP, etc.

 • Individually selectable workspace light

 • Roof hood with ventilator or air conditioning

 • Independent supplementary heating with extra heat  

distribution into the rear section
Compatible with  
all RICO products

Rear Section
 • Cable drum with up to 600 m single-wire cable

 • Individually selectable lowering crane

 • Radio remote control for controlling the cable drum and carriage from 

the rear section

 • Individually selectable rear section and manhole light

 • Stainless steel frame for the cable drum with sliding shelf for carriages

 • Water tank with electrical pump and cleaning system

 • Nitrogen filling station, especially for explosion protected devices

 • Complete, individually developed TV inspection vehicle

 • Light and high-quality materials

 • Individually selectable carrier vehicle

 • Depending on the requirements various carriages and cameras  

can be used, operating range from Ø 100 to 1400 mm

 • Panoramic safety glass between operator room and rear section

 • Ergonomic and functional workspace in the operator room  

as well as in the rear section

 • Power supply according to customer requirements

 • If desired, emission-free energy supply via lithium-ion  

battery system

 • Individually selectable sewer TV inspection software

 • Much storage space for accessories and safety equipment  

throughout the whole vehicle

 • Comprehensive range of optional supplementary equipment

 • Made in Germany

Product Features

INDIVIDUAL | INNOVATIVE | INTELLIGENT 
RICO sets standards in technology, workmanship and individuality

100 mm - 
1400 mm

600 m


